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Robust 
 
 
 

Flexible 
 
 
 

Innovative 

Call your distributor for 
unbeatable pricing! 

Made  
in 
Germany 



Standard Machine Features: 

· Hybrid Swiss with Removable Guide Bushing 
· 32mm Bar Capacity, 38mm w/o Guide Bushing 
· 7.5hp/10hp (100%/60%)  Integrated Main & Sub Spindle  
· 23 Tool Stations (up to 28 Optional) 
· 8  Live Tools ER20 (4 Main, 4 Sub Spindle)  
· Live Tool Power  Rating 2.2 HP  
· FANUC 30i-TA Control with MAIER Motion 
· FANUC HD-Alpha  Series Drives and Motors 
· 1,260 ipm Rapids with .75G’s Acceleration/Deceleration  
· C-Axis Main & Sub Spindle  
· 7-Axis with Simultaneous Sub Spindle 
· Rigid 9,000lbs Granite Polymer Base Casting 
· MPG Hand Wheel with  Program Check 
· Synchronous Revolving Guide Bushing 
· Pneumatic Parts Ejector (100mm) 
· Dual Coolant Pump with 1.5 bar each  
· Centralized Lubrication with Fluid Level Supervision 

2 Year Warranty :  Machine, Control and all accessories. 

Made  
in 
Germany 
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Live Back Working Station :  
 
4 Driven tool positions on the 
sub-spindle side to reduce pri-
mary part processing time. 
 
 
 
 
 
 
5 Position Drill Support :  
 
Simultaneous working on main 
spindle and sub spindle.  
(Optional 3 Live End working, 
double sided for main and sub 
spindle. 
 
 
 
 
 
Stick Tool Holders :  
 
5 Positions (12mm x12mm) 
(16mm x 16mm Optional 
 
 
 
 
 
 
 
Powerful Sub Spindle :  
 
Improved capability due to 
7.5hp/10hp (100%/60%) Sub 
spindle. 
 
 
 
 
 
 
 
Live Cross Driven Stations :  
 
Powerful 4 Driven tool positions 
for drilling, milling and tapping. 
(ER-20), (2.2hp) 

Model:  
 
Machine Control:  
 
 
 
Control Options: 
 
Main Spindle:  
Spindle Motor:  
Maximum RPM: 
Max. Dia.  w/Guide Bushing: 
Max Dia w/o Guide Bushing  
C-Axis - Indexing 
Z-axis Stroke: 
Rapid Travel Speed: 
Axis Motor Acceleration/Deccel: 
Minimum input unit: 
No. of OD Turning Tools: 
No. of ID Tool Holders: 
Stationary Drilling Capacity: 
Stationary Tapping Capacity: 
OD Turning Tool size 
Total Number of Mounted Tools: 
# of Controlled Axis: 
 
Main Spindle Live Tooling:  
Cross Radial live tools: 
Front  Axial live tools: 
Live tool collet size: 
Live tools RPM 
Power Rating in HP: 
Max. Drilling Capacity: 
Max. Tapping Capacity: 
Max. Milling Capacity: 
 
Sub Spindle:  
Sub spindle Motor: 
Maximum Bar Diameter: 
Sub spindle RPM 
C-Axis 
X & Z axis Rapid Travel: 
Air Blow-off nozzle: 
Finished Parts Ejector: 
Back End Drilling Tools: 
 
*Sub-spindle Live Tooling:  
End  working live positions: 
Live tool collet size: 
Live tools RPM: 
Power Rating in HP: 
Max. Drilling Capacity: 
Max. Tapping Capacity: 
Max. Milling Capacity: 
 
Machine Dimensions:  
Length: 
Width: 
Net Weight: 

MLK-32/38 Hybrid: 
 
Fanuc 30i-TA  
Maier Motion Control Software 
No Wait Codes Needed 
 
All Options Turned ON 
 
 
7.5hp/10hp (100%/60%)  
6,000 RPM 
32mm (1.250”) w/GB 
38.5mm (1.500”) w/o GB 
FULL C-Axis (.001*) 
10.600” 
1,260 ipm,  32m/min 
.75G (Fanuc Alpha Series) 
50 millionths (0.00005”) 
5 OD Tools 
5 ID Tools 
13mm  
M12 Tap 
12mm (Opt. 16mm) 
28 Tools 
7-Axis (Standard) 
 
 
4 Cross slide live tools 
3 Axial Live (Optional) 
ER-20 or 16 Collet Chuck 
8,000 rpm (Opt. 16k+) 
2.2hp 
13mm  
M12 Tap 
13mm  
 
 
7.5hp/10hp (100%/60%)  
32mm 
8,000 rpm 
C-Axis Standard (.001*) 
1,260 ipr  
Included 
Included 
5 End Working Stationary 
 
 
4 Axial Live (7 Optional)  
ER-20 or 16 Collet Chuck 
8,000 rpm (Opt. 16k+) 
2.2hp 
13mm  
M12   
13mm   
 
  
100”   
59”   
9,000 lbs  

Machine Specifications:  

*Machine specifications and design features are subject to change without notice.   
Robust 
 
Flexible  
 
Innovative 



Maier Swiss  - USA 
24 Town Forest Rd. 
Building # 3  
Webster, MA 01570 
Phone: 508-671-0055  
Fax: 508-671-0056 
www.maier-machines.de 

 
 
Maier Machine - Germany  
Worldwide - Manufacturing  
Siemensstrasse 10 
78564 Wehingen 
Postfach 1124 - 78560 Wehingen 
Germany 
Phone: 07426/52 86-0 
Fax: 07426/52 86-50 
www.maier-machines.de 
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375 Morgan Lane , Unit #404, West Haven, CT 06516 

Phone: (203) 497-3097   Fax: (203) 937-0155 

Website: www.ismscnc.com    
Email: info@ismscnc.com 

New England Distributor:  

The MAIER MLK-32/38 HYBRID is “MADE in GERMANY ”. The MLK-32 Hybrid offers a 7-
Axis Sliding Headstock with Removable Guide Bushing that combines reliability, performance 
and speed at a very cost competitive price. The HYBRID model has a 7.5hp main spindle and 
a 7.5hp independent simultaneous sub-spindle, 8 x 2.2HP Live Tools (ER16 or ER20) and 
has 32mm bar capacity with Guide Bushing or 38mm bar capacity without the guide bushing.  
Running as a Non-Guide-Bush-Type adds cost savings with shorter bar remnants, eliminates 
the guide bushing and the need for centerless ground bar stock, it also allows for better work 
piece concentricity in shorter parts (Part Length Ratio for Removing Guide Bushing: Max. 
Part Length = 3 x Dia.).  This is truly the most cost effective and versatile 32/38mm Swiss 
Turn On The Market Today! 
 
The Modular system employed in all our machine models helps you to buy exactly the tech-
nology you need for your daily applications.  The ML series is continually being enhanced 
and offers a whole range of cutting edge innovations that encompass machine processing 
with CNC sliding headstock machines for new manufacturing opportunities. 


